
Core Features&
A d v a n t a g e s

HDSems™ incorporates a powerful 
data acquisition engine that can 
capture simultaneously 12 channels 
with 16bit 4,000 pixels/row resolution 
and then asks for more. 

While our competition enjoys quoting
out of this world pricing, in a  
“fixed marketplace”.  We are 
determined to provide a fair price 
for a quality product. 

Our software is made for multi-
tasking & with easy to use point-and-
click features... But the best thing is, 
that it is completely open source, 
free, supported, integrated into 
LabView and is continually updated 
by experts in the field. 

Umbrella Technologies
a sensible approach to microscopy
www.umbtech.com/hdsems

Power

Value

Open

Friendly

 $3,395

TV & Photo Mode

Up to 12 Simultaneous Channels

Automat ic Captur ing

Flexible Tagging

Selec table Fi le Format ( jpg,bmp)

On-Screen Control

Customizable Con�gurat ion

Intui t ive User Inter face

USB Connect ion

Open-Source w/ Suppor t

Onsi te  Instal lat ion

Unit  Can be Custom Tai lored 

Image Processing Funct ions

Manual/Auto Contrast  & Br ightness

HDSems™  open source software is 
built with the end user in-mind.  
Standard features like on-screen 
control, image printing and automatic 
capturing & developing are all built in
our intuitive point and click fully 
customizable environment.

$
After more than four years of  R&D, Umbrel la 
Technologies is proud to announce the release of  
HDSems™, the universal ,  cost  effect ive solut ion 
for  any SEM digi ta l  imaging appl icat ion.

The HDSems™ is nat ive to the Windows operat-
ing system.  I t  d ig i t izes images from any SEM via 
USB 2.0 into PC compat ib le f i le formats.  With a 
new ground breaking open- source archi tecture,  
dr iven by a s imple menu and user interface 
acquir ing,  developing, and stor ing mult i -channel  
SEM images is just  the beginning. 

We offer two versions:  A 10 bi t  solut ion at  1200 
pixels per row or a 16bi t  solut ion at  4000 pixels 
per row. The vert ical  d imension of  an image is 
constructed automat ical ly accordingly to the 
resolut ion of  your SEM.

Small Footprint

Scalable

USB 2.0

Star t ing at

For a Complete System


